Products
WELION 215 kWh Battery System

U
> icxm—.

— _ L Cabinet-type
215 kWh Industrial
Battery System

By (D O

oli .
elion so| id-state battery

Key Product Features

High Safety and Reliability

m Equipped with solid-state batteries that suppress heat generation, significantly reducing the risk of fire compared to
conventional liquid-based batteries.

B Comprehensive fire protection system including multi-sensors that detect smoke, gas, and temperature, along with built-in fire
suppression equipment.

B Achieves high thermal stability through automatic temperature control and an advanced liquid cooling system.

Superior Durability

m The container is rated IP55, and the internal battery modules boast a high ingress
protection rating of IP67 against dust and water.

B Optional features such as salt corrosion protection and chemical gas contamination
resistance can be added according to the operating environment.

m Integrated cabinet design consolidates the battery, control system, inverter, liquid cooling system, and fire protection
system, making transportation, installation, operation, and maintenance straightforward.

B Supports parallel connection of up to 10 units, allowing capacity and output to be expanded flexibly to meet varying needs.




Industrial Energy Storage System Diagram
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(Up to 10 Units Connectable)
Specificati
Rated Energy Capacity 215.04 kWh Rated Voltage 32V
Nominal Voltage 768 V Rated Energy 896 Wh
Voltage Range 600V -876V Dimensions (W*D*H) 130 *135*220 cm
Rated Charge/Discharge 0.5P Weight 2,500 kg
Rate
Depth of Discharge (DOD) [Rel05Z) Operating Temperature -20°C to 55°C
Configuration 1P48S * 5 Operating Humidity 0% to 95% RH (non-condensing)
Rated Output Power 100 kW Operating Altitude < 3,000 m
Rated Voltage 400V Ingress Protection IP55
. General
EZ‘:;; et BN 1 (leading) to 1 (lagging) Noise Level <75dB
Inverter
Total Harmonic Distortion <3% Cooling Method Liquid cooling
q q Flammable gas detection / Perfluorohexanone
IS 50 Hz /60 Hz QielsioiscuoniSysion suppression / Explosion vent / Water sprinkler
Max. Number of _—
Expandable Units 10 Communication Interface RS485 / CAN / Ethernet
Battery Type LiFePO4 Communication Protocol Modbus TCP / RTU / CAN 2.0
n q Salt corrosion protection: C4-H

Rz Gty 280 Ah OfiinEl Al Chemical gas contamination protection: 3C3
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